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We consider a fluid model of a system that handles multiple classes of traffic. The delay
and cell-loss requirements of the different classes of traffic are generally widely different
and are achieved by assigning different buffers for different classes, and serving them in a
strict priority order. We use results from the effective bandwidth of the output processes
(see Chang and Thomas (1995)) to derive simple and asymptoticaly exact call-admission
policies for such a system to guarantee the cell-loss requirements for the different classes
assuming that each source produces a single class traffic. We compare the admission-control
policies developed here with the approximate policy studied by Elwalid and Mitra (1995)
for the case of two-class traffic.
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1. Introduction

The concept of effective bandwidth and its use in the admission control for the
statistical multiplexing of bursty sources is now well-documented and accepted (see
Gibbens and Hunt [11], Kesidis et al. [12], Elwalid and Mitra[8], Choudhury et al. [3],
Whitt [18], etc.). In the emerging high-speed networks using asynchronous transfer
mode (ATM), each traffic-source is described by its stochastic characteristics, and is
assured a quality of service (Qo0S), as measured by cell-loss probability, delay, delay-
jitter, etc. The effective bandwidth is a number associated with a traffic-source such
that if the sum of the effective bandwidths of al the sources multiplexed onto a buffer
is less than the output rate of that buffer, then the QoS is satisfied for each source.

This method of admission control works quite satisfactorily as long as the QoS
requirements of the sources are the same or at least similar. Otherwise buffer-sizing
has to be done to assure the most stringent QoS for all the sources. This leads to
unnecessarily large buffer sizes.

When the multiplexed traffic has widely differing QoS requirements (as will most
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certainly be the case since the high-speed network is expected to carry all the traffic:
video, voice and data) we need to look for other alternatives. There are two distinct
cases that arise in applications.

In the first case (for example, the digitized voice with low-end bit-dropping, or
MPEG2 video, or output from a leaky bucket) each source produces multi-class traffic,
and athough different classes can tolerate different cell-losses, the accepted traffic from
a given source must reach the destination in the order in which it was generated. This
necessitates first-come-first-served scheduling at each node enroute. Thiskind of traffic
requirement is best handled by buffer-sharing schemes, or space-priority mechanisms
(see Cidon et al. [4,5], Elwalid and Mitra [7], and Lin and Sylvester [16]). Kulkarni
et a. [15] show that the effective bandwidth concept can be extended to effective
bandwidth vectors and used for admission control in this case.

In the second case each source produces a single-class traffic, but different sources
have different QoS requirements. For example, real-time traffic has a more stringent
delay requirement but can tolerate higher cell-loss; while data traffic can tolerate higher
delay but demands much smaller cell losses. In such cases it is feasible to provide
a separate buffer for each class and service the rea-time traffic buffer with higher
priority than the data-traffic buffer. Several service priorities are possible. The simplest
scheduling discipline gives full priority to real-time traffic and the channel capacity
that is not used by the real-time traffic is made available to the data traffic.

In this paper we concentrate on this second case and consider a fluid model of
N digtinct classes. There are K; independent sources (j = 1,2,...,N) producing
fluid of type j that is multiplexed into a buffer of size B;. The fluid is removed from
these buffers following a static priority full service (SPFS) policy, i.e., fluid of type j
is removed before fluid of type ¢ if j < i. The main aim of this paper is to identify
the conditions under which the cell-loss probability requirement is satisfied for each
class. We do this by using the results on the effective bandwidth of output processes
as reported by de Veciana et a. [6], Chang and Thomas [1], and Chang and Zgjic [2].

To do this we need to analyze multi-priority fluid models. Some work is aready
donein this area: see Narayanan and Kulkarni [17] and Zhang [19]. A recent paper by
Elwalid and Mitra [9] provides an approximate way of solving the admission control
problem for the two priority case. They approximate the busy periods of the high-
priority buffers by exponential distributions to obtain tractable solutions, and show
that the approximation works quite well. They also incorporate the new results using
Chernoff bounds in their analysis. Our results provide a simple admission control
criterion that does not use the exponential approximation of Elwalid and Mitra [9].
When there are two types of fluids, the SPFS policy is identical to the generalized
processor sharing scheduling discipline analyzed by Zhang et a. [20,21].

The rest of the paper is organized as follows. The next section restates some of
the known results from large deviations. It also states an important characterization of
the effective bandwidth of the output in terms of that of the input.

The multi-priority fluid model (with K ; sources of type j) is described in section 3
to set the notation. We observe that the multi-priority model is identical to a tandem
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fluid model, where the fluid of type j and the output from the buffers 1,2,...,5 — 1
are input to the jth buffer in tandem. This observation is also made in Elwalid and
Mitra[9] (for N = 2) and is immensely useful in our analysis.

The admission control criterion is formally derived in section 4. The main result
is given in theorem 3. An admission criterion that does not use the output analysis
is even more simple and is shown to be conservative. Thus, the admission control in
practice can be done rather simply, using existing effective bandwidth formulae. The
results are illustrated with an example of two classes of exponential on—off sources in
section 5.

In section 6 the admission control is fine tuned using Chernoff bounds as stated
in Elwalid et a. [9,10]. It takes into account the gain in statistical multiplexing.
Three methods are stated to compute the relevant tail probabilities. The results are
demonstrated for a two-class exponential on—off source model in section 7. Numerical
examples are used to compare the three methods with each other and that in Elwalid
and Mitra[9].

2.  Preiminaries

Consider asingle-buffer fluid model driven by a random environment { Z(t), t >
0}. The buffer has infinite capacity and is serviced by a channel of constant capacity c.
When the environment is in state Z(t), fluid enters the buffer at rate »(Z(t)). Let X (t)
be the amount of fluid in the buffer at time ¢. The dynamics of the buffer content
process { X (t), t > O} is described by

dXx(@) _ {T(Z(t)) —c if X(t) >0, o
a6 {r(Z@®) - " if X()=0,

where {z} ™ = max(z, 0).
It has been shown in Kulkarni and Rolski [14] that the buffer content process
{X(t), t > 0} is stable if

E{T’(Z(OO))} <ec. 2

Typicaly, in applications we are interested in satisfying a Quality of Service
criterion that can be mathematically formulated as follows:

Jlim P(X(t) > B) <e.

One can think of B as the finite buffer size and ¢ as the upper bound on the overflow
probability. It is known that (see Elwalid and Mitra [8], Gibbens and Hunt [11], and
Kesidis et a. [12]) in the asymptotic region, i.e., as B — oo and ¢ — 0, such that
—log(e)/B — 6 > 0, there exists a quantity eb(s), called the effective bandwidth of
the input source, such that the QoS criterion is satisfied if

eb(s) < c.
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We recount below an important result by Kesidis et a. [12] that relates eb(6) to
the input process. Let A(t) be the total fluid input until time ¢, where

t
A(t) :/0 r(Z(u)) du.

Define
1
ha(v) = tll@o n log E{ exp (vA(t)) }. ©)
Kesidis et a. [12] show that the effective bandwidth of the input is given by
ha(é
e, (6) = "4 @

They dso state that h 4(v) is an increasing, convex function of v.

The important question is how to compute h4(-) for a given input process. El-
walid and Mitra [8], and Kesidis et a. [12] show how to do this when { Z(t), ¢ > 0}
is a Continuous Time Markov Chain (CTMC). Kulkarni [13] shows how to do this
when { Z(t), t > O} is a Markov Regenerative Process (MRGP).

Now let D(t) be the total output from the buffer over [0,¢]. In practice, D(t)
may act as an input for a downstream buffer (e.g., in case of tandem queues). Hence
it is useful to know the effective bandwidth of the output process. Analogous to (3),
define

hp(v) = lim % log E{ exp (vD(t)) }. 5)

Note that hp(v) is aso a convex, increasing function and ', (v) < ¢, since the
peak rate of the output process is bounded above by ¢, the channel-capacity.

The next theorem (from Chang and Thomas [1], and, Chang and Zajic [2])
establishes the relationship between h4(v) and hp(v). (R/4(v) denotes the derivative
of h(v) with respect to v.)

Theorem 1. Suppose {Z(t), t > 0} is a stationary ergodic process satisfying the
Gartner—Ellis conditions (see Kesidis et al. [12]). Let v* satisfy

() = c. )
Then

_ [ hav) f0<v <o,
@w_{MWme+wiNON- )

See figure 1 for an illustration of h4(v) and hp(v). Using equation (4) we can
relate the effective bandwidth ebp(6) of the output to the effective bandwidth eb4(6)
of the input.



V.G. Kulkarni, N. Gautam / Admission control of multi-class traffic 83

h,(v)

/g

\A \Y
Figure 1. ha(v) and hp(v) VS v.

Corollary 2.

ebA(6) if 0< 6 <o,
ebp(6) = { (8)

c— %{c— eby(v)} if 6 > v,

3. The multi-class single-node model

In this section we consider a single node of a multi-class telecommunications
network where NV distinct classes of fluid are serviced by a single channd of capacity c.
We assume that there are N buffers, and class-; traffic flows into buffer j, j =
1,2,...,N. A scheduler always removes fluid according to a static priority full service
policy which is described as follows: assign all the available capacity for the class-1
fluid and assign the leftover channel capacity (if any) that class-1 does not need, to
class-2 fluid. Then assign the leftover channel capacity (if any) that class-1 and class-2
do not need, to class-3 fluid, and so on. We later present a mathematical description
of this policy.

There are K; independent and identical sources generating class-j traffic that
gets multiplexed onto buffer j. Refer to figure 2 for a schematic representation of the
model.

Let the ith source of class j be driven by a random environment process
{Z(t), t > 0}. We assume that {Zi(1), t > 0} (i = 1,2,..., K}) are independent
and identical stationary and ergodic processes satisfying the Gartner—Ellis conditions
(see Kesidis et a. [12]). At time ¢, when the environment is in state Z;(t), fluid is

generated by the ith source of class j at rate rj(Z;i(t)).

Let A;l(t) be the total amount of fluid input from the source i of class j into
buffer j up to timet, i.e,

Ai(r) = /0 r;(Zi(u)) du.
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Figure 2. The model.

The corresponding asymptotic log moment generating functions (ALMGF) for each of
the K; sources are identical and equal to

hjw) = lim % log E{ exp (vA}(t)) }. 9)

Thus the net ALMGF of al K; sources inputting class j sources into buffer j is
Kj hj(v).
Also, the effective bandwidth of each of the independent input sources into buffer
jis
eb;(6) = h;(6)/6. (10)

The channel-capacity c is used to serve the N buffers according to the following
policy. As long as there is fluid in buffer 1, the channel serves it at rate ¢. When
buffer 1 is empty (this can happen only if Zf{:ll r1(Zi(t)) < c), the channel serves it
a rate

K

Z r1(Z3(t))

i=1
and offers the remaining capacity

K

c— Z rl(Zi(t))

i=1
to buffer 2. Similarly, as long as there is fluid in buffer 2, (and buffer 1 is empty), the
channel servesit at rate

+

[C - i r1(Zi(t))

=1
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+}
Similarly, as long as there is fluid in buffer 3, it gets served at rate

K A K> A
[c =Y (i) = > r2(25)

i=1 i=1

When buffer 2 is empty it is served at rate

min { f r2(Z5(t)), [C - i rl(Zi(t))

i=1 i=1

_l’_

and so on.

Let X;(t) be the amount of fluid in the buffer j at time t. We shall anayze
the { X;(t), t > O} process assuming infinite buffers. Due to strict priority rules, we
see that { X;(¢), t > O} does not depend upon K 1,..., Ky. We require a modified
version of the system stability condition as stated in Kulkarni and Rolski [14] as

N K;
tiToz;Z;E{rj(Z;(t))} <ec (11)
Jj=li=

Let ¢; be the cell-loss-probability target for class-j traffic. Thus we want to
satisfy the following Quality-of-Service criteria for the N classes:

Gj(Kl,KZ, R ,Kj) = tiToP(Xj(t) > Bj) < Ejs

where B; isagiven number (j = 1,2,..., N).
The main aim of the analysis in the next section is to identify the feasible region

K= {(Kl,Kz ..... KN): Gl(Kl) K ELyenny GN(K]_,Kz ..... KN) < EN}. (12)

4. Analysis
We shall concentrate on the asymptotic region:
Bj - o0 and e; — 0, suchthat—log(e;)/B; — 6; >0, j=1,2,..., N.
We shall treat each of the priority cases separately.

e Priority 1. Since the priority-1 fluid gets uninterrupted service, the call-admission
policy is identical to the case where there is no other traffic. The effective band-
width of K7 priority-1 fluid sources is given by K ebi(6) (see (10)). It is known
that the QoS criteria G1(K) < e1 is satisfied if

K1 eby(61) < ec. (13)
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e Priority j ( =2,3,..., N). The capacity available to buffer j is 0 when at |east

one of the buffers 1,2,...,j — 1 is non-empty and it is

W IACD

k=11=1

J’_

if al the buffers 1,2,.. ., Jj—1aeempty. Let R;_1(t) be the sum of the output
rates of the buffers 1,2,...,5 — 1 at timet¢. (Thus Ro(t) = 0.) It can be seen that

Ry a(t)=14°¢ if o477 X(t) > 0,
= min e, S5 1 (Zi@)] i S X)) =0,

Itis clear that the buffer j gets served with capacity c — R;_1(t) at time¢. Thusit
is easy to see that the buffer j can be equivalently modeled as one that is served
at a constant rate ¢, but has an additional compensating source producing fluid
at rate R;_1(t) a time t. (The compensating source j is independent of the K
sources of priority j.) Since R;_1(t) is the rate at which fluid is departing from
buffers 1,2, .. ., j — 1, the effective bandwidth of the compensating source for the
Jth buffer, eb’(6), is equa to the effective bandwidth of the sum of the outputs
of buffers 1,2,..., j — 1. Note that ebj(6) = O for al 6. From corollary 2 of
section 2, we have the effective bandwidth of the compensating source for buffer
j recursively given by

$(6) =0 for dl 6,

(14)

K;j_1€b;_1(6) + €b}_4(6) if0< 6 <,
ebj(é) = v} _ (15)
j c— S{e— Kjaebja@)) —ebj 1))} if 6> v,

Jj=2
where v is obtained by solving for v in the equation

d
dv

Then the QoS criteria is satisfied for buffer j if
Kjeb;(6;) + ebj(6;) < c.

[0(Kj_1€bj_1(v) +&b5_1(v))] = c.

Combining the above results we get the following theorem.

Theorem 3. (K1, K>,. .., Ky) € K (see equation (12)), i.e., the QoS criteria

Gj(Kl,KQ,...,Kj)éej, jZl,Z,...,N,

are satisfied if

Kjebj(éj) + ebj(éj) <e¢, Vj=12,...,N, (16)
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where ebj(-) = 0, eb3(-) is as in equation (15) and eb;(') is as in equation (10).

Next we describe the approximation to K that eliminates the need to compute v}
and eb;(-). Let \V be the set of points (K3, K, ..., Ky) such that

J
N = {(Kl,Kz,...,KN)Z ZKkebk(ék) < ¢, fij = 1,2,...,N}. (17)
k=1

Using (15) and the fact that h;(v) is an increasing, convex function, one can prove
that eb3(v) < S-7_; F;eb;(v). Hence, we can easily prove the following theorem.

Theorem 4. N C K.

Thus the admission-control policy based on the simpler set of inequalities (17),
rather than (16), is more conservative. Weillustrate the results by means of an example
in the next section.

5. Exponential on—off sources

Consider the multiclass node (in section 3) with two classes of traffic. Class-1is
the real-time traffic while class-2 is the non-real-time traffic. Class-1 traffic is given
higher service priority over class-2 traffic. We assume that there are two buffers, with
class-j traffic coming into buffer j, j = 1,2. A scheduler removes (capacity c¢) fluid
from the buffers according to a static priority full service policy. Each of the K;
class-j sources, j = 1,2, are independent and identical on—off sources with exp(a;)
on-times and exp(;) off-times. When a class-j source is on, it generates fluid at rate
r; and when it is off, it generates fluid at rate O.

From theorem 3 in section 4, we can derive the following results. (K3, K?) € K
(see equation (12)), i.e., the QoS criteria

G1(K1) < e, Ga2(K1,K3) < e2

are satisfied if
(i) Kiebi(61) <, and
(i)  Kieby(62) + Kaeby(62) < c if 62 <o, (18)
Y Kaeby(u") + Koeba(62) < S if 6p > v,
62 62
where

. _ B car o, [P(Err—o)
v T1 < ﬁl(Klrl — C) 1) * 1 (1 C1 )
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N
Figure 3. Feasible values of (K1, K>).
and (from Elwalid and Mitra [8] and Kesidis et al. [12])
— ;= B+ V(rjd; — a; — 5j)* + 4B;r;b;
26;
The acceptance region for the following numerical problem is shown in figure 3.

a1 = 2.4, ﬁl =04, r =20 e1= 10_7, B =10,
a;=10, =04, =12 e =10° B,=8 ad c=321

Refer to figure 3 and inequalities (18). Inregion 1, K171 < ¢ and hence v* = cc.
Therefore (i) is trivialy satisfied, and (ii) reduces to K7 eby(62) + K2 eb(62) < c. In
region 2 Kir1 > c and 6, < v*. Therefore we still use Kjebi(62) + Koeby(62) < c.
Now if 6, > v* and we continue to use K1€b1(62) + K»ebo(62) < ¢ we get region 3
(bounded above by the dotted line). Instead, if we use

r:0;
ebj(éj) — Jv)

v *

— K16y (v") + Kaeha(62) < ——

2 2

we get an extra set of feasible values of (K3, K») that congtitute region 4. Thus the
region K defined by (16) is the union of regions 1,2, 3 and 4, while the approximate
region N, defined by (17) is the union of regions 1,2 and 3. Note that A/ can be
significantly smaller than K.

6. Chernoff bounds

It can be shown that the region K (and hence of course ') from the previous
sections, is conservative, mainly because the statistical multiplexing gains are not
taken advantage of. In this section we show how we can use the Chernoff Dominant
Eigenvalue (CDE) approximation (see Elwalid et a. [9,10]) to further fine tune the call
admission control problem analysis. The CDE approximation for the tail probability
(for 7 =1,2,...,N) isgiven by

Jim P(X,(1) > B;) = Lig 95,
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where L; is the fraction of the class j fluid that would be lost if there was no buffer.
Mathematically L;, j = 1,2,..., N, can be written as

¢ Kj . (i ot
L, = tim PO+ (X (Z0)] — 7 d (19)

oo R + S (Z0) ot

where R;_1(t) isthe sum of the rates at which fluid is output from buffers 1,2, . . ., j—1
at time ¢ as defined in (14) with Ro(t) = O for al ¢. Note that L; is a function of c,
K, ..., K;, and the parameters of the sources of class j or less. Typically it may not
be computationally simple to calculate L; exactly. Hence Elwalid et al. [10] suggest
amethod of estimating L; by using Chernoff’s theorem. We explain it briefly below.

We characterize the input sources of class-j by afunction m(w), whichis similar
to h;(v) function, and is defined as

myj(w) = lim log E{ exp (wr; (Z}(1))) }- (20)

Note that 1 ;(w) does not depend on 4, for i = 1,2,..., K}, since the K; sources are
identical. Let

N
u; = sup {cw — Zijj(w)}.

w>0 =1
and w; be obtained by solving

N
Z K;mj(w}) = c.
j=1

Then the Chernoff estimate of L; as given in Elwalid et d. [9,10] is

exp(—u*
L~ p(—u})

~ wjo(w;)\/% ’ @

where
N
o?(wy) =Y K;mf(w).
j=1

The main problem in the above analysis is computing m;(w). If {Z]Zﬁ(t), t >0}
can be modeled as a stationary and ergodic process with state space S; and stationary
probability vector, 7;, we have

mj(w) = log { Z wfemj(k)}. (22)

k’ESj

Then, we identify the new feasible region K using the following theorem.
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Theorem 5. (K1, K>,...,Ky) € K, i.e., the QoS criteria
Gi(K1,Kp,...,Kj) = Lje %% e, j=12,...,N,
are satisfied if
Kjeb;(¢5) +ebj((y) < e
where ¢;, j =1,2,..., N, is given by

_log(e;/ L)

G = B,

(23)

1(1) = 0, ebj(-) isasin equation (15) and eb;(-) is asin equation (10) with eb(v) =

eb;(v) =0forv <O.

We illustrate the above results with the following example.

7. CDE method for exponential on—off sources

In this section we consider the model of section 5 and show how the acceptance
region changes with the choice of the method used to compute L ;. We also compare the
results obtained with those in Elwalid and Mitra [9]. Using the results from theorem 5

in section 6, we get the following feasible region K.
(K1, K>?) € K, i.e, the QoS criteria

G1(K1) = Lie” Pt < ey, Go(K1, K2) = Loe™ P2 < o,
are satisfied if
Kiehi(G) <c,  Koeb((2) +eb3((2) < ¢
where ¢;, j = 1,2, is given by

_log(e;/Ly) |

G = B

K, eby(v) if 0 <o << o¥,
() =4 ¢ — %{c — Kpeby(v?)} if v > o,
0 if v<O

and

2v

riv — o — B + /(v —a; — B;)? +4Bjriv
eb;(v) = fv=0,
0 if v<O.

(24)

(25)

(26)



V.G. Kulkarni, N. Gautam / Admission control of multi-class traffic 91

Note that ¢; would be negative when L; < ;. We need to explicitly account for this
possibility.

The mgjor effort in the above analysis lies in computing L1 and L,. We discuss
three methods. The estimate of L; (i = 1,2) obtained by method j (j = 1,2,3) is
denoted by LY. The feasible regions obtained by using LY and LY is denoted by

K(]) _ {(KLKZ): Lg.j)e—ClBl < e, Lg)e_CZBZ < {52}.

Method 1. L{Y = 1 and L$” = 1. We know that L; < 1 and L, < 1, hence this is a
conservative estimate. Then the admissible region K% is the same as K in section 5
and is shown in figure 3.

Method 2. Using the independent on—off nature of the inputs of class-1, we can obtain
an exact expression for L1 of equation (19) as

K . .
@_ N (g o) K () (e
Ll B i:%;ﬂ <1 Z"r'1> 1! (Kl — ’L)' (al + ﬁl)Kl ' (27)

To compute L(zz), we use (21). First note that we analyze the buffer content process of
the second buffer by assuming that the output rate is dways ¢ and the input is from
K>, + 1 sources, viz., Ko-exponential on—off sources of type 2 and one compensating
source producing fluid at rate R1(t) at time t. Using equation (22) the m-function for
the K, exponential on—off sources is seen to be

B az B2 wrs
ma(w) = log {ag s + p— Bze } (28)

We show in appendix 1 that the m-function for the compensating source (see equa-
tions (34) and (39)) is given by

log { o1 g et} i< | =],

ma(w) = (29)

log {nM gve 4 Y M Lk ew’m} if Ky > FJ
1 k=0 "1 1 I~ y

where M and the probabilities 72, 71,..., 7! are derived in appendix 1 (equations
(32), (33) and (38)). Using m1(w) and may(w), compute

u3 = sup {cw — ma(w) — Koma(w)}

w>0
and obtain w3 by solving
mi(w3) + Kamj(ws) = c.

Then compute LY using equation (21) and obtain the feasible region £,
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Method 3. Compute LY = L?). Instead of using Chernoff theorem to compute Lo,

we directly compute L(23> by the following.
If K]_ § LC/T]_J,

L(3) _ f f: . OéKz_kﬁk iri+ krop—c K>!
2 - N\ (a + p)K2 iri+ kro ) k(K — k)

k=[] =0

and if K1 > |¢/r1],

K> Ko—k gk M
Ly = Z <(a + ﬁ)Kz) k!l (Ko — k) Zﬁ <1 min(c, ir1) + k:r2>’

k:[cj‘?l] 1=0

where M and the probabilities 79, 71,..., 7 are derived in the appendix (see equa-
tions (32), (33) and (38)). The admissible region obtained by this method is €.
Utilizing the fact that
3 2 1 3 2 1
=P <r®—1 and 1Y <P <1 =1,

we can easily prove the following theorem that summarizes the ordering of the regions
obtained in methods 1, 2 and 3.

Theorem 6. N c KV c €@ c ©®.

We now illustrate the regions A, €@, €@ and £ with a numerical example
and we also compare them with the region (denoted by K(EM)), obtained using the
procedure in Elwalid and Mitra[9]. The following numerical values are used to create
the plots in figures 4 and 5:

a1 =10, /=02 7 =10 e =10"° B;=10,

a; =10, (=02 1r,=123 e, =10°% B,=10 and c¢=13.2 (30)

Using the numerical valuesin (30), we illustrate theorem 6 in figure 4. Note that _(2),
obtained using method 2 is a much larger feasible region than % obtained using
method 1. But K requires a lot more computation time to obtain than €. Also
note that the region @ obtained by method 3 is much larger that £® or €@ but
takes a lot of computationa time to obtain.

In figure 5 we compare method 2 (feasible region € ?) and method 3 (feasible
region K@) with the approximation method in Elwalid and Mitra [9] (feasible region

€M) for the numerical values in (30). Consider the feasible K, values obtained
for 13 < K3 < 20. Clearly method 2 has a larger feasible set mainly because it uses
the exact effective bandwidth of the output of buffer 1 which is much smaller than
that of the input when (> > v*. But consider the feasible K, values obtained for
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Ky
25 B
7((3) bounded by ———
K bounded by -------
20 KXY bounded by - - - -
A’ bounded by
15
.
\};»
10
5
5 10 15 20 25 30 K;
Figure 4. Regions AV, @, 2 and 2.
Ky
25

K? boundedby —
K? bounded by -------
KEM bounded by

5 10 15 20 25 30 K

Figure 5. Feasible regions €2 and €& vs £ ™.

20 < K1 < 33. Method 2 gives a smaler set of feasible values because in Elwalid
and Mitra [9] the output from buffer 1 is approximated by a CTMC with a much
smaller state space and hence the effective bandwidth of the approximated output
underestimates the actual effective bandwidth. Moreover the approximation method
illustrated in Elwalid and Mitra [9] is not necessarily faster than method 2. The
region K™ could turn out to be not conservative. This can be seen by comparing
with the feasible region £ obtained by method 3. The feasible K, values for
K7 = 28, 33 and 34 in the region €M optained using the approximation method
in Elwalid and Mitra [9] could result in the QoS criteria not being satisfied.
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8. Conclusions

In this paper we have derived ssimple and asymptotically exact admission control
policies for the N-priority system with genera sources. These policies use the standard
effective bandwidth formulae along with critical numbers v7, j = 2,3,..., N, for
implementation. A further simplification can be done that eliminates the use of v,
and results in a more conservative policy. We have then used Chernoff bounds to
fine tune the policies to obtain larger admissible regions. We have compared the
different approximations and simplifications to the admissible region. Depending on
what kind of trade-off one would like to do between computational time and size of
the feasible region, an appropriate method can be used. We have aso illustrated how
the approximate policies reported by Elwalid and Mitra [9] compare with ours.

Note that it is possible to extend the computational results in section 7to N > 2
priorities. We consider the example of a 2-priority node firstly because it is easy to
illustrate the results using a 2-dimensional graph, and secondly because comparable
known results are done for 2-priority cases only.

Appendix: Output process from buffer 1

To compute the m-function of the compensating source, we study the output
process from buffer 1. There are K7 independent and identical exponential on—off
sources (with parameters a1, (61 and r1 as defined in section 5) that generate class 1
fluid into buffer 1 and a channel serves the buffer at a maximum capacity c. Let Ni(t)
be the number of class 1 sources on at time ¢ and X1(¢) be the amount of class-1 fluid
in the buffer 1 at time ¢. Define

Ni(t) if Xa(t) =0,
Y = { L—ﬂ if X1(f) > O. (31)
Define
M=K if K1< L%J and M = L—j if K1 > L%J (32)

Let R;(t) be the output rate from buffer 1 at time ¢t. We consider two cases:

Case (i) K11 < c¢. Inthiscase M = K;, the buffer 1 is dways empty, i.e,
Xi1(t) = 0 for dl ¢. The process {Y(¢), t > 0} isaCTMC on {0,1,..., K} and
Ra(t) = r1Y(¢t) for dl ¢t. Therefore using (31), for i =0,1,2,..., Ky,

i , - : Ky (B (e
m = fim PUR() = iraf = fim P{N1(t) = i} = z‘!(Kll— i) (;1 flﬁl)Kl ('33)
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Then using egquation (22),

M
my(w) = log { Z wml} (34

Case (ii) Kyr1 > c. Inthiscase M = [¢/r1]. We can see that the {Y'(¢), t > O}
process (see (31)) is a Semi-Markov Process (SMP) on state space {0, 1, ..., M} with
kernel

G@t) = [Gi,j(t)].
Fori=0,1,...,M—-1andj=0,1,...,M, let

o + (Z](;:_ )1 (1 - exp{_(ml + (Kl - Z)ﬁl)t}) if j =i—1,
Gl = MGED (1 gl + (K~ D)0)) =i+

o + (K1 — )51
0 otherwise.

To describe Gy ;(t), we need to define the first passage timein { X(t), ¢ > O} process
as described below:

T =min{t > 0: Xy(t) = 0}.
Thenfor j =0,1,...,M — 1, we have
Gumj(t) = P{T <t, Ni(T) = j|X1(0) = 0, N1(0) = M }.

(Note that GM M(t) = 0)
We need G(o0) = [G} j(c0)] in our analysis. We have for i = 0,1,...,M — 1
and j=0,1,..., M,

ial

——
iy + (K1 — )01 =t

Gij(o0) = (K1 —1)b L
ot (K —m JTitL (35)
0 otherwise,

Gr,j(00) = G 4 (0),

where éM,j(s) is the Laplace-Stieltjes transform (LST) of Gy j(t), and can be com-
puted using the analysis in Narayanan and Kulkarni [17].
We also need the expression for the sojourn time p; in state ¢, fori = 0,1,..., M.
We have
1
;= { toa+ (K1 —i)p

MG, ifi= M.

ifi=0,1,...,M —1,
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Then we have for : =0,1,..., M

wi= lim P{Y() =i} = (36)
- ppay Iy
where
p = pG(c0).
It is easy to see that
(Y@ ifY@) <M,
Fa(t) = {c it V(1) = M. (37)
Therefore using (36) and (37), we have for i =0,1,..., M
liMy 0 P{RA(t) = i} = liMy_o0 P{Y () = i} = —r— if i < M,
Zk:opkﬂk 39)
limy o P{R1(t) = ¢} = lim,_oo P{Y(t) = M} = —2MEM g — py,
Zk:opkﬂk
Using the equations (22), (38) and (36), we see that
M-1
mi(w) = log {W ety w’fe“””'l}. (39)
k=0
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